


DDR3-1600 Long-DIMM

Ordering Information

Module Type
DDR3

Long-DIMM SO-DIMM

Product Image

Standard JEDEC

Speed 1600/1333 Mbps

Capacity 2GB/4GB

Voltage 1.5V/1.35V

Pin Count Long-DIMM: 240 pin SO

1.18 inches

-DIMM: 204 pin

PCB Height   

Operating Temperature 0°C ~ 85°C

DDR3 Unbu�ered DIMMs

4GB 256Mx8 2Rx8

DDR3-1600 SO-DIMM

Capacity Rank x Org. JetRam

JM1600KSN-4G

Component
Composition

2GB
2GB
4GB
4GB

128Mx8
256Mx8
512Mx8
256Mx8

2Rx8
1Rx8
1Rx8
2Rx8 

JM1600KLU-2G
JM1600KLN-2G
JM1600KLH-4G
JM1600KLN-4G

Capacity Rank x Org. JetRamComponent
Composition

Transcend's JetRam memory modules are manufactured with true ETT grade, brand-name DRAM chips that have passed Transcend's strict screening process and rigorous 
environmental testing.
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2GB
2GB
4GB

128Mx8
256Mx8
256Mx8

2Rx8
1Rx8
2Rx8

DDR3-1333 Long-DIMM

JM1333KLU-2G
JM1333KLN-2G
JM1333KLN-4G

Capacity Rank x Org. JetRamComponent
Composition

Capacity Rank x Org. JetRamComponent
Composition

DDR3-1333 SO-DIMM

4GB 256Mx8 2Rx8 JM1333KSN-4G

Transcend's JetRam memory modules are manufactured with true ETT grade, brand-name DRAM chips that have passed Transcend's strict screening process and rigorous 
environmental testing.
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